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such production in excess of an ap-
proved MER is balanced by production
in accordance with the provisions of
paragraph (a)(5) of this section.

[53 FR 10690, Apr. 1, 1988, as amended at 58
FR 49928, Sept. 24, 1993. Redesignated and
amended at 63 FR 29479, 29486, May 29, 1998; 64
FR 72794, Dec. 28, 1999; 65 FR 2875, Jan. 19,
2000]

§ 250.1103 Well production testing.
(a) The required well testing shall be

conducted for a period of not less than
four consecutive hours. Immediately
prior to the 4-hour test period, the well
completion shall have produced under
stabilized conditions for a period of not
less than six consecutive hours. The 6-
hour pretest period shall not begin
until after the recovery of a volume of
fluid equivalent to the amount of fluids
introduced into the formation during
completion, recompletion, reworking,
or treatment operations. Measured gas
volumes shall be adjusted to the stand-
ard conditions of 14.73 pounds per
square inch absolute (psia) (15.025 psia
in the Gulf of Mexico OCS Region) and
60 ° F for all tests. When orifice meters
are used, a specific gravity for the gas
shall be obtained or estimated, and a
specific gravity-correction factor shall
be applied to the orifice coefficient.
The Regional Supervisor may require a
prolonged test or retest of a well com-
pletion if the test is determined to be
necessary for the establishment of a
well MPR or a reservoir MER. The Re-
gional Supervisor may approve test pe-
riods of less than 4 hours and pretest
stabilization periods of less than 6
hours for well completions provided
that test reliability can be dem-
onstrated under such procedures.

(b) At the request of the Regional Su-
pervisor, the lessee shall conduct a
multipoint back-pressure test to deter-
mine the theoretical open-flow poten-
tial of a gas well. The test shall be con-
ducted within 30 days of the Regional
Supervisor’s request or within the time
period specified by the Regional Super-
visor.

(c) An MMS representative may wit-
ness any well test of oil-well and gas-
well completions. Upon request, a les-
see shall provide advance notice to the
Regional Supervisor of the time and
date of well tests.

§ 250.1104 Bottomhole pressure survey.

(a) For each new reservoir, the lessee
shall conduct a static bottomhole pres-
sure survey within 3 months after the
date of first continuous production.

(b) For each producing reservoir with
three or more producing completions,
the lessee shall conduct annual static
bottomhole pressure surveys in a suffi-
cient number of key wells to establish
an average reservoir pressure. The Re-
gional Supervisor may require that a
survey be performed on specific wells.

(c) The results of all static
bottomhole pressure surveys obtained
by the lessee shall be filed with the Re-
gional Supervisor within 60 days after
the date of the survey.

§ 250.1105 Flaring or venting gas and
burning liquid hydrocarbons.

(a) Lessees may flare or vent oil-well
gas or gas-well gas without receiving
prior approval from the Regional Su-
pervisor only in the following situa-
tions:

(1) When gas vapors are flared or
vented in small volumes from storage
vessels or other low-pressure produc-
tion vessels and cannot be economi-
cally recovered.

(2) During an equipment failure or to
relieve system pressures. The lessee
must comply with the following condi-
tions:

(i) Lessees must not flare or vent oil-
well gas for more than 48 continuous
hours unless the Regional Supervisor
approves. The Regional Supervisor may
specify a limit of less than 48 hours to
prevent air quality degradation.

(ii) Lessees must not flare or vent gas
from a facility for more than 144 cumu-
lative hours during any calendar
month unless the Regional Supervisor
approves.

(iii) Lessees must not flare or vent
gas-well gas beyond the time required
to eliminate an emergency unless the
Regional Supervisor approves.

(3) During the unloading or cleaning
of a well, drill-stem testing, production
testing, or other well-evaluation test-
ing. Flaring or venting must not ex-
ceed 48 cumulative hours per testing
operation on a single completion. The
Regional Supervisor may allow less
time to prevent air quality degradation
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